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SECTION I - GENERAL INFORMATION

- Chemical Name & Synonyms Trade Name & Synonyms
( LY DRAIN BUSTER i
i————-.
-~ hemical Family: Formila Mixture —> X

ALFALING BLEND

Manufacturer's Kame:
CERTIFIED LABS, DIV. OF NCH CORP.

2ddress:
BOX 152170
IRVING, TEXAS 75015
Prepared By: : Product Code Number Emergaency Phone Number
M COHFEN/Chemist HMO66 B00-424-9300
SECTION II - HAZARDOUS INGREDIENTS

THE HAZARDS PRESENTED BELOW ARE THOSE OF THE INDIVIDUAL COMPONENTS
Chemical Name (Ingredients) Hazard :1‘_13 -PE_I_. STEL CAS #
SODIUM HYDROXIDE CORROSIVE 2 MG/M35 4 2 MG/M3§ 2 2 MG/MEE 1 1310-73~2
SODIUM SULFATE PNOS H/E 1. 5 MG/M3 2. N/E 7757-82-6
SODIUM BISULEATE PHNOS N/E 1. 5 MG/M3 2. N/B 7681-38-1
MONOSODIUM PHOSFHATE ANEYDROUS TIRRITANT N/E 1. 5 MG/M3 2. N/E 7558-80-7

$ AS CEILING LIMIT

SECTION IIa - NON-HAZARDOUS INGREDIENTS -
(NON-HAZARDOUS INGREDIENT NAMES AND CAS NUMBERS ARE PROTECTED UNDER NJ TRADE)

Secret Registry #: 409363-6002P0

SECTION III -~ PHYSICAL DATA

- ‘iling Peint (F): N/A Specific Gravity (H20=1): 67.5 LE/FT3
C..por pressure (Mf HO): "o Color; L1GHT YELLOW

Vapor Density (Adr=1): 6.7 i 6dor: CITRUS

PH @ 100% ) 14 @ 10% Clarikty: QPAQUE,

% Volatile by Volume: 4.1 Evaporation Rate (BU A/C=1): <0.01

H20 Solubility: APPRECTABLE Viscosity: ’ GRANULES

SECTION IV - FIRE AND EXPLOSION HAZARD
Flash Point Flammable I.:Lmit‘:s LEL UEL
NON-FLAM / SETAFLASH HYDROGEN GAS o 4% 75%

Extinguishing Media
<--Foam <--Alcochol Foam <--C02 X <--Dry Chemical <——Water Spray X <--Other

Special Fire Fighting Procedures: .
FIREFIGHTERS SHOULD WEAR A SELF-CONTAINED BREATHING AFFARATUS AND FULL PROTECTIVE GEAR. DO NOT USE WATER TO EXTINGUISH FIRES WHERE THIS PRODUCT IS
INVOLVED AS WATER WILL CAUSE A VIOLENT OR EXPLCSIVE REACTION. CONTAIN FIRES WITH DRY SAND BY CREATING A RING USING NON-SPARKING EQUIPMENT .

Unusual Fire and Explosion Hazards:
FROLONGED CONTACT WITH REACTIVE METALS, SUCH AS ALUMINUM, BRASS, BRONZE, CHROMIUM, MAGNESIUM, TIN, ZING, AND ALLOYS CAN CAUSE THE FORMATION OF
FLAMMAELE HYDROGEN GAS WHICH CAN FORM AN EXPLOSIVE MIXNTURE WITH-AIR.

Aerosol Level (NFPA 30B): N/a
NFPA 704 Hazard Rating {0=Insignificant 1=5light 2=-Moderate 3=High 4i=Extreme)
3 <--Health 1 <--Flammability 1 <--Instability Wt <--Special

SECTION V - HEALTH HAZARD DATA

Threshold Limit Value:
2 MG/HM3 AS CEILING LIMIT FOR SODIUM HYDROKIDE. 4.

(Effects of Overexposure:
- -Acute (Short Term Exposure)
(‘ 3 PRCDUCT MAY REACT WITH MATERTALS IN THE SEWER TO FORM POTENTIALLY HAZARDOUS GASES. VIOLENT ERUPTIONS, HARMEUL GASES, OR CORROSIVE SPLASHEBACK
* ol RESULT.
EYE CONTACT: CORROSIVE. CAUSES BURNS, CORNEAL DAMAGE, AND POSSIBLE BLINDNESS.
SKIN CONTACT: CORROSIVE. CAUSES BURNS, POSSIBLE DEER ULCERATIONS, AND SCARRIRG. PROLONGED COMTACT DESTROYS TISSUE.
INHALATION: DUST AND VAPORS CAUSE BURMS TC THE RESPIRATORY TRACT, NOSE, MOUTH, AND THRCAT, WITH DISCOMFORT, NASAL DISCHARGE, SNEEZING, COUGHING,
RAPID HEARTEEAT, AND CHEST PAIN. INHALATION OF MIST OR VAPCRS MAY CAUSE CHEMICAL PNEUMONITIS WHYXCH CAN CAUSE DAMAGE AND MAY BE FATAL.
INGESTION: CORROSIVE. CAUSES RURNS TO THE MOUTH, THROAT, ESCPHRGUS, AND STOMACH WITH HAUSEA AND PAIN. SYMPTOMS MAY INCLUDE VOMITING OF BLOOD. BLOCD

[O— '
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T. ) SECTION V - HEALTH HAZARD DATA (Continued)

LOSS THRouGy LDAMAGED TISSUE CAN LEAD TO LOW BLOOD PRESSURE AND SHOCK AND MAY BE FATARL.

-Chronic (Long Term Exposure)
DUE 7o «HE CORROSIVE MATURE OF THIS PRODUCT PROLONGED OR REPEATED EXFOSURE CANNOT QCCUR.
)m"h‘-n' CONDITIONS AGGRAVATED EY EXPOSURE ARE PRE-EXISTING RESPIRATORY AND SKIN CONDITIONS SUCH AS ASTHMA, EMPHYSEMA, AND DERMATITIS.
A i‘ T QRGANS: NOME KNOWM. THERE IS NO PRIMARY ROUTE OF ENTRY INTO THE BODY. THE PRIMARY ROUTES OF EXPOSURE ARE SKIN AND EYE CONTACT.

Pryary Routes of Entry: <--Inhalation <--Ingesticn <--Absorption

Emstgency and First Aid Procedures:

-Inhalation:
IF DUST IS INHALED, REMCOVE FROM THE AREA TQ FRESH AIR. HAVE THE, PERSON BLQW THEIR NOSE TO REMOVE THE SUBSTANCE FROM THE NASAL PASSAGES AND FEEP FROM
IMHALING FURTHER. IF NOT BREATHING, CLEAR THE AIRWAY AND START MOUTH-TO-MOUTH ARTIFICIAL RESPIRATION. GEF DIMMEDIATE MEDICAL ATTENTION.

-Eye Contackt:
IMMEDIATELY RINSE THE EYES WITH WATER. REMOVE ANY CONTACT LENSES AND CONTINUE FLUSHING FOR AT LEAST 15 MINUTES. HOLD THE EYELIDS APART TO ENSURE
RINSING OF THE ENTIRE SURFACE OF THE EYES AND LIDS WITH WATER. GET IMMEDIATE MEDICAL ATTENTION. .

—Skin Contact:
TMMEDTATELY WIFE AWAY MATERIAL WITH A CLOTH WHILE REMOVING CONTAMIMATED CLOTHING AND SHOES. WASH THOROUGHLY WITH LARGE AMOUNTS OF SOAP AND WATER FOR
AT LEAST 15 MINUTES., GET IMMEDIATE MEDICAL ATTENTICN. DISCARD OR CLEAN CLOTHING AND SHOES.

-Ingestion:
"GIVE 3 TO 4 GLASSES OF WATER, RBUT DO NOT INDUCE VOMITING. IF VOMITING OCCURS, GIVE FLUIDS AGAIN. GET IMMEDIATE MEDICAL ATTENTION. DO NOT GIVE
ANYTHING BY MOUTH TO AN UNCONSCIOUS OR CONVULSING FPERSON.

-Notes ko Physician:
THERE IS NO SPECIFIC ANTIDOTE. TREAT THE PATIENT SYMETOMATICALLY. PROBABLE MUCOSAL DAMAGE MAY CONTRAINDICATE THE USE OF GASTRIC LAVAGE. MEASURES
AGAINST CIRCULATORY SHOCK, RESPIRATORY DEPRESSION, AND CONVULSIONS MAY BE WEEDED.

SECTION VI - TOXICITY INFORMATION

Product Contains Chemicals Listed ag Carcinogen or Potential Carcinegen Ey:
IARC--> No NTP--> No OSHA--> No ACGIH--> Ho OTHER--> Ho .

WVOC CONTENT: 0.3% BY WEIGHT

SODIUM HYDROXIDE
ORL-MSE LDS0: 40 MG/EG 3.
ORL-RBT IDLo: 500 MG/RG 3.

SEN-RBT TCLo: 25 PPH 3.
SKN-RET SDT: 500 M3/24H SEVERE 3.
EYE-RBT SDT;: 1 MG/24H SEVERE 3.

SODIUM BISULEATE
ORL-RAT LDS0; 2800 MG/KG 4.

SODIINE RUTFATE
ORL-MUS LD50: 5989 MG/EKG 3.

MONOSODIUM PHOSPHATE ANHYDROUS

ORL-RAT LD50: 7100 MG/RG 4.

SEN-RBT IDS0: »7940 MG/KG 4.

SEN-RET: 0.0/8.0¢ NON-TRRITATING 4.

EYE-RET: 1.3/110.0 PRACTICALLY NON-IRRITATING 4.

SECTION VII -~ REACTIVITY DATA

Stability: X <--Stable <--Unstable
Conditicns to Awvoid:
HEAT GENERATION INCLUDING IGNITICH MAY OCCUR IF PRODUCT IS DAMP CR EXPOSED TO WATER,

Incompatibility (Materials to Aveid):

STRONG OXIDIZING AGENTS SUCH AS CHLORINE BLEACH AND CONCENTRATED HYDRCGEN PEROXIDE; REDUCING AGENTS, ALDEHYDES, CARBIDES STRONG ACIDS, CARBON
TETRACHLORIDE, CHLORIMATED OR FLUORINATED HYDROCARBONS, CYANIDES, LEATHER, ORGANIC HALOGEM OR NITRO COMPOUNDS, SULEIDES, WATER, AND WOOL. PROLONGED
CONTACT WITH REACTIVE METALS, SUCH AS ALUMINUM, BRASS, BRONZE, CHROMIUM, MAGNESIUM, TIN, ZINC, AND ALLOYS, CAN CAUSE THE FORMATION OF FLAMMABLE
HYDROGEN GAS WHICH CAN FORM AN EXPLOSIVE MIKTURE WITH AIR. HAZARDOUS CARBON MONOXIDE GAS CAN FORM UPON CONTACT WITH REDUCING SUGARS, FOOR AND
BEVERAGE PRODUCTIS.

Hazardous Decompesition Products:
DXINDES OF SULFUR AND EXPLOSIVE HYDROGEN GAS.

Hazardous Polymerization: <--May Qccur X <—-Will Rot Cccur
Conditions to Avoid:
/A

SECTION VI1II - SPILL OR LEAK PROCEDURES

Steps to be Taken if Material- is Released or Spilled:

ELTMINATE TGNITION SOURCES OF ELECTRICAL, STATIC OR FRICTIONAL SPARKS. VENTILATE THE CONTAMINATED AREA AND AVOID CREATING DUSTY CONDITIONS. WERR
APPROPRIATE PROTECTIVE CLOTHING, THANSFER SOLID USING NON-SPARKING EQUIPMENT INTO A PROPERLY LABELED CONTAINER FOR REUSE OR DISPCSAL. ONCE ALL
MATERTAL HAS BEEN REMOVED, IF NECESSARY WASH AREA WITH WATER AND PICK UP WASH WATER FOR DISPOSAL. FREVENT PRODUCT FROM CONTAMINATING SOIL OR FROM
ENTERING SEWAGE AND DRAINAGE SYSTEMS AND BODIES OF WATER.

Waste Disposal Method{s):
DISPOSE OF IN ACCORDANCE WITH ALL FEDERAL, STATE, AND LOGAL REGULATIONS.

Neutralizing Agent:
USE DILUTE ACIDS SUCH AS HYDROCHLORIC ACID OR VINEGAR. ADD CAUTICUSLY WHILE MIXING. WEAR APPROPRIATE PROTECTIVE CLOTHING.
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SECTION VIII - SPILL OR LEAK PROCEDURES (Continued)
SECTION IX - SPECIAL PROTECTION INFORMATION "

Required Ventilation:
LOCAL VENTILATION IS RECOMMENDED TO CONTROL EXFOSURE FROM CPERATIOHS THAT CAN GENERATE DUSTY CONDITIONS OR VAPORS. LOCAL VENTILATION IS PREFERRED,
EECAUSE IT PREVENTS DISFERSION INTO WORK AREAS BY CONTROLLING IT AT ITS SQURCE.

¢

R

spiratory Protection:
. _.4AR A NIOSH/MSHA APPROVED RESPIRATOR WITH A DUST CARTRIDGE FILTER IF EXPOSURE CAN EXCEED TLV/PEL. <10X PEL, USE AN w95 QUARTER QR HALF MASK
RESPIRATOR; <S0X PEL, USE A FULL FACE RESPIRATOR EQUIPPED WITH N95 FILTERS; <200XK PEL, USE A POWDERED AIR PURIFYING RESPIRATOR (POSITIVE FRESSURE)
WITH W95 FILTERS; »200X PEL, USE A FULL FACE, TYPE C SUFPLIED AIR RESPIRATOR {CONTINUCUS FLOW MODE) . RESPIRATORS SHOULD EE SELECTED BY AND USED UNDER .
THE DIRECTION OF A TRAINED HEALTH AND SAFETY PROFESSIONAL FOLLOWING REQUIREMENTS FOUND IN OSHA'S RESPIRATOR. STANDARD (Z9 CFR 1310.134) aND ANSI'S i
STANDARD FOR RESPTRATORY PROTECTION (288.2-1592). i

Glove Frotecticn:
NEQPRENE OR NITRILE, RUBHER, GLOVES SHOULD BE WORM. ENSURE COMPLIANCE WITH OSHA'S PERSOHAL PROTECTIVE EQUIPMENT (FPE} STANDARD FOR HAND PROTECTION, 25
" CFR 1910.138.

Eye Protechtion: .
CHEMICAL GOGCLES AND A FACE SHIELD SHOULD BE WORN. ENSURE COMPLIANCE WITH OSHA'S PERSONAL PROTECTIVE EQUIPHENT (FPE) STANDARD FOR EYE AND FACE
FROTECTION, 289 CFR 1910.133. B

other Protection:
WEAR PROTECTIVE CLOTHING WHEN HANDLING. A SAFETY SHOWER AND AN EYEWASH STATICN SHOULD EE AVATLABLE.

SECTION ¥ - STORAGE AND HANDLING INFORMATION

Storage Temperature: Indoors—--» X Outdoors—-> Heated--> Refrigerated-->
HMinimam Temperature: 35°F HMaximum Temperature: 120°F

Precautions to be Taken in Handling and Storing:
ALWAYS STORE MATERIAL IN ITS ORIGIMAL CONTAINER. RKEEP CONTAINER TIGHTLY CLOSED WHEN NOT IN USE. AVOID CREATING DUSTY CONDITIONS. SEAL QPEN CONTAINERS
TMMEDIATELY. EMPTY CONTAINERS MAY CONTAIN PRODUCT RESIDUES WHICH MaY EXHIRIT THE HAZARDS OF THE PRODUCT.

other Precautions: .
FEEP OUT OF REACH OF CHILDREN. READ THE ENTIRE LABEL BEFORE USING THE FRODUCT. FOLLOW THE LABEL DIRECTIONS.

SECTION XI - REGULATORY INFORMATION

Chemical Name CAS Number Upper % Limit
Hone

These ingredients listed above are subject to the reporting requirements of 313 of Title IIX of the Superfund Amendments and Reauthorization Act of
;" ~986 and 40 CFR part 372.

2ase call 1-800-B27-99198 for additional information iff vou are a California customer.
‘This MSDS is not intended for users in the skate of California.

SECTICN XIY - REFERENCES

1. THRESHOLD LIMIT VALUES FOR CHEMICAL SUBSTANCES AND PHYSICAL AGENTS AND BIOLOGICAYL EXPQSURE INDICES, ACGIH, 2003.

2. QBS5HA FEL.

3. REGISTRY OF TOXIC EFFECTS OF CHEMICAI. SUBSTANCES, CCINFOWeb, 2003.

4. VENDOR'S MSDS.

ALL THE COMPONENTS OF THIS PRODUCT ARE IN COMPLIANCE WITH THE TOXIC SUBSTANCES CONTROL ACT (TSCA) AND ARE EITHER LISTED ON THE TSCA INVENTORY OR
OTHERWISE EXEMPTED FROM LISTING. ’

TRR: IRRITANT, FLAM/FLAMM:FLAMMAELE, COMB:CCMBUSTIBLE,
CORR:CORROSIVE CARC:CARCINOGENIC, TOX:TOXIC, N/A:NOT APPLICABRLE, N/E:NCT ESTABLISHED, COC:CLEVELAND QFEN CUP, PMCC:PENSEY-MARTIN CLOSED CUP,

TCC: TAGLTABUE CLOSED CUP,

LEL:LOWER EXPLOSION LIMIT, VEL:UPPER FXPLOSION LIMIT, NFPA:NATIONAL FIRE PROTECTION ASSOCIATION, IARC:INTERNATIONAL AGENCY FOR THE RESEARCH ON
CANCER, NTP:NATIONAL TOXICOLOGY PROGRAM, OSHA:QOCCUPATIONAL SAFETY & HEALTH ADMINISTRATION, ACGIH:AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL
HYGIENISTS, TLV:THRESHOLD LIMIT VALUE, PEL:PERMISSIELE EXPOSURE LIMIT, STEL:SHORT-TERM EXROSURE LIMIT, MLD:MILD, MOD:MODERATE, SEV:SEVERE,

MUT :MUTAGENIC, ASPHYX:ASPHYXIANT, PNOS:PARTICLES ({INSOLUBLE) NOT OTHERWISE SPECIFIED, SDT:STANDARD DRAIZE TEST, ORL:ORAL, IHL: INHBALATION, HMN:HUMAN

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA CONSIDEREDR ACCURATE IN LIGHT OF CURRENT FORMULATION. HOWEVER, NO WARRANTY IS EXFRESSED CR IMPLIED
REGARDING THE ACCURACY OF THESE DATA OR THE RESULTS TO BE CBTAINED FROM THE USE THEREQF.

product in a manner not recommsnded on the preduct label. Users assume all risks associated with such unrecommended use, storage, or disposal of the
product,

\
\
|
’ CERTIFIED LABS, DIV. OF NCH CORP. assumes no responsibility for personal injury or property damage caused by the use, storage, or disposal of the







